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ASX ANNOUNCEMENT           5th MARCH 2021 
 

BROAD & HIGH-GRADE COPPER HITS CONTINUE AT WIRLONG 
 

 

Key Points: 
 

¶ New assays confirm further exciting broad and high-grade copper intercepts at Wirlong 
with better results including: 

WLRC073 

o 163m @ 1.08% Cu, 4g/t Ag from 233m to end of hole including: 
Á 21m @ 2.00% Cu, 9g/t Ag from 283m; and 

Á 7m @ 2.09% Cu, 6g/t Ag from 310m; and 

Á 11m @ 1.73% Cu, 5g/t Ag from 337m; and 

Á 19m @ 1.58% Cu, 5g/t Ag from 359m 
WLRC075 

o 9m @ 1.78% Cu, 5g/t Ag from 294m 

WLRC077 

o 91m @ 0.93% Cu, 5g/t Ag from 254m including: 
Á 11m @ 2.08% Cu, 16g/t Ag from 268m; and 

Á 6m @ 1.40% Cu, 6g/t Ag from 303m; and 

Á 7m @ 3.58% Cu, 8g/t Ag from 334m 

WLRC079 
o 7m @ 5.78% Cu, 19g/t Ag from 249m 

WLRC080 

o 72m @ 1.01% Cu, 6g/t Ag from 120m including: 

Á 12m @ 1.70% Cu, 10g/t Ag from 137m 
Á 13m @ 1.83% Cu, 10g/t Ag from 172m 

WLRC088 

o 51m @ 0.94% Cu, 3g/t Ag from 208m to end of hole including: 

Á 4m @ 2.17% Cu, 8g/t Ag from 231m 
Á 4m @ 3.35% Cu, 10g/t Ag from 255m (end of hole) 

¶ Visual inspection and portable XRF analyses confirm additional significant zones of 
chalcopyrite-dominant mineralisation in drill ing completed since last report; processing, 
sampling and assaying is continuing  

¶ Mineralisation is consistent with electromagnetic conductor plates and a revised 
stǊǳŎǘǳǊŀƭ ƳƻŘŜƭ ǎǳǇǇƻǊǘƛƴƎ tŜŜƭΩǎ ƎŜƻǇƘȅǎƛŎŀƭ ŀƴŘ ƎŜƻƭƻƎƛŎŀƭ ƳƻŘŜƭƭƛƴƎ 

¶ Drilling at Wirlong for a maiden mineral resource estimate continuing 
 
Peel Mining Managing Director Rob Tyson commented: 
 
άThe wide and high-grade copper hits reported herein, as well as those previously reported, point to 
the potential for a major Cobar-style copper system to take shape at Wirlong. These results, as well as 
visuals and XRF analyses for drillholes still to be reported, ŀŘŘ ǘƻ ŀƴ ŜȄŎŜƭƭŜƴǘ ǎǘŀǊǘ ǘƻ ǘƘŜ /ƻƳǇŀƴȅΩǎ 
efforts to establish a maiden high-grade copper resource at Wirlong. Importantly, the results lend 
support to our aspiration ǘƻ ōŜŎƻƳŜ /ƻōŀǊΩǎ ƴŜȄǘ ŎƻǇǇŜǊ-dominant base and precious metals mining 
Company. Once again we look forward to receiving the assays for the additional copper intercepts 
yielded from drilling since our last report and releasing them in due courseΦέ 
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Peel Mining Limited (ASX:PEX) (Peel or the Company) is pleased to confirm that drilling at the 100%-
owned Wirlong deposit has returned new broad and high-grade copper-mineralised intercepts. 
Wirlong is parǘ ƻŦ tŜŜƭΩǎ {ƻǳǘƘ /ƻōŀǊ tǊƻƧŜŎǘ, centred around 100km south of Cobar in Western NSW. 
 
As reported in early February 2021, multiple RC drillholes completed since re-start in mid-January have 
intersected significant zones of chalcopyrite-dominant mineralisation as determined by visual 
inspection and portable XRF analyses. Recently returned assays results confirm significant copper 
mineralisation in multiple drillholes, including broad mineralised zones (with higher-grade internal 
zones) and narrower mineralised zones including high-grade mineralisation. 
 
The current results are in addition to previously reported drillholes WLRC068, WLRC069 and WLRC071 
which each intersected substantial chalcopyrite-dominant sulphide mineralisation over significant 
downhole widths. Results included: 
 

WLRC068 
o 51m @ 1.35% Cu, 6g/t Ag, 0.11g/t Au from 177m including:  
Á 9m @ 4.33% Cu, 14g/t Ag, 0.34g/t Au from 181m 

WLRC069 
o 15m @ 3.80% Cu, 17g/t Ag, 0.04g/t Au from 255m including: 
Á 6m @ 8.64% Cu, 37g/t Ag, 0.11g/t Au from 255m 

WLRC071 
o 28m @ 1.83% Cu, 8g/t Ag from 263m including: 
Á 10m @ 4.02% Cu, 16g/t Ag from 275m 

 

Significantly, mineralisation returned from the resource definition drilling is generally consistent with 
the position of electromagnetic conductor plates, and with a revised structural model, supporting 
tŜŜƭΩǎ ƎŜƻǇƘȅǎƛŎŀƭ ŀƴŘ ƎŜƻƭƻƎƛŎŀƭ ƳƻŘŜƭƭƛƴƎ. 
 
5ǊƛƭƭƛƴƎ ŀǘ ²ƛǊƭƻƴƎ ƛǎ ǇŀǊǘ ƻŦ ǘƘŜ /ƻƳǇŀƴȅΩǎ άIǳō ϧ {ǇƻƪŜέ ǎǘǊŀǘŜƎȅ ǘƻ ŀŘǾŀƴŎŜ ŜŀŎƘ ƻŦ ǘƘŜ /ƻƳǇŀƴȅΩǎ 
deposits to mineable resources, to achieve critical mass in support of a new substantial centrally 
located processing plant. Drilling at Wirlong has been designed to test the upper ~300m of the Wirlong 
Central Zone where high-grade copper (chalcopyrite) mineralisation is understood to be structurally 
controlled on a NW-SE orientation. The resource definition drill program comprises of up to ~15,000m 
of drilling and is anticipated to be completed in the June quarter of 2021. 
 
Drilling was initially planned to be completed utilising primarily RC drilling; however significant drillhole 
deviation since commencement has seen the Company recently shift to using diamond drilling to 
increase drill targeting effectiveness. Diamond drilling will also provide further structural knowledge, 
geotechnical information and metallurgical testwork material. 
 
As reported, visual inspection of several drillholes completed since the last announcement has 
confirmed significant zones of chalcopyrite-dominant sulphide mineralisation including semi-massive 
chalcopyrite-dominant sulphides with associated significant grades of copper confirmed by portable 
XRF analyses (see Table 3 for further details). Sampling and assaying of the relevant mineralised 
intervals is ongoing and results will be reported when available. 
 
The true width of intercepts reported is estimated to be approximately 40-60% of the downhole 
widths. Drillhole WLRC073 was drilled ~20o east and oblique to the section plane and is estimated to 
have a true width of approximately 30-45% of the downhole width. The geology of the Wirlong deposit 
comprises intercalated and sheared/deformed felsic volcanics and siltstones/sediments with 
associated alteration including silica, sericite and dark/black chlorite. 
 
This announcement has been approved for release by the Board of Directors. 
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Figure 1 ς WLDD009 ς massive and breccia/stringer chalcopyrite veining 

 
For further information, please contact: 
Rob Tyson ς Peel Mining, Managing Director +61 (0)420 234 020 
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Previous Results 
 
Previous results referred to herein have been extracted from previously released ASX announcements. Previous 
announcements and reports are available to view on www.peelmining.com.au and www.asx.com.au. Additional 
information regarding Wirlong ƛǎ ŀǾŀƛƭŀōƭŜ ƛƴ ǘƘŜ /ƻƳǇŀƴȅΩǎ ǉǳŀǊǘŜǊƭȅ ǊŜǇƻǊǘǎ ŦǊƻƳ March 2015 through to 
December 2020. The company confirms that it is not aware of any new information or data that materially affects 
the information included in the original market announcements. The company confirms that the form and 
ŎƻƴǘŜȄǘ ƛƴ ǿƘƛŎƘ ǘƘŜ /ƻƳǇŜǘŜƴǘ tŜǊǎƻƴΩǎ ŦƛƴŘƛƴƎǎ ŀǊŜ ǇǊŜǎŜƴǘŜŘ ƘŀǾŜ ƴƻǘ ōŜŜƴ ƳŀǘŜǊƛŀƭƭȅ ƳƻŘƛŦƛŜŘ ŦǊƻƳ ǘƘŜ 
original market announcement. 

Competent Persons Statements 
 
The information in this report that relates to Exploration Results is based on information compiled by Mr Rob 
Tyson who is a fulltime employee of the company. Mr Tyson is a member of the Australasian Institute of Mining 
and Metallurgy. Mr Tyson has sufficient experience of relevance to the styles of mineralisation and the types of 
deposits under consideration, and to the activities undertaken, to qualify as Competent Persons as defined in the 
2012 Edition of the Joint Ore Reserves Committee (JORC) Australasian Code for Reporting of Exploration Results, 
Mineral Resources and Ore Reserves. Mr Tyson consents to the inclusion in this report of the matters based on 
information in the form and context in which it appears. Exploration results are based on standard industry 
practices, including sampling, assay methods, and appropriate quality assurance quality control (QAQC) 
measures. 

 
Wirlong Summary 
 
²ƛǊƭƻƴƎ ƛǎ ƭƻŎŀǘŜŘ ǿƛǘƘƛƴ tŜŜƭΩǎ млл҈-owned EL8307, located ~80km SSE of Cobar or ~35km N of 
Mallee Bull. It is defined by 2km strike of sheared volcanics and sediments; large multi-element soil 
geochemical anomalies; and coincident/semi-coincident geophysical anomalies. It has since proven to 
represent a very large hydrothermal system hosting significant copper mineralisation along more than 
2.5km strike length and to depths of up to 950m. To date some of the better copper intercepts 
returned from the Wirlong prospect include: 
 

¶ 9m @ 3.29% Cu, 18 g/t Ag from 70m in WLRC035 

¶ 27m @ 5.3% Cu, 23 g/t Ag from 286m in WLRC026 

¶ 31m @ 3.19% Cu, 11 g/t Ag from 299m in WLRC052 

¶ 9m @ 8% Cu, 17g/t Ag, 0.21 g/t Au from 616m in WLDD001 

¶ 17m @ 4.59% Cu, 8 g/t Ag from 738m in WLRCDD043 
 

A program consisting of three diamond drillholes at Wirlong Central was undertaken at the end of 
2019/early 2020 to test a new structural model (NW-SE) for the controls on high-grade copper 
mineralisation (see ASX announcement dated 3rd April 2020 ά²ƛǊƭƻƴƎ 5Ǌƛƭƭ wŜǎǳƭǘǎ ŀƴŘ /ƻǾƛŘ-19 
ǳǇŘŀǘŜέύ. Assay results returned significant intercepts in all three drillholes with results including: 
 

¶ 4.26m @ 2.22% Cu, 7 g/t Ag from 380m and 0.74m @ 14.3% Cu, 66 g/t Ag from 396.2m in 
WLDD003 

¶ 1.15m @ 7.71% Cu, 30 g/t Ag from 54.45m and 30m @ 1.64% Cu, 8 g/t Ag from 305m (incl. 
14m @ 2.63% Cu, 12 g/t Ag) from 320m in WLDD004 

¶ 5.9m @ 3.19% Cu, 13 g/t Ag from 347.1m in WLDD005 
 

Down-hole EM was completed on drillholes WLDD003 and WLDD004 with modelling defining a late-
time conductor, with approximate dimensions of 120m x 150m and its geometry consistent with the 
new structural model. High-grade copper mineralisation at Wirlong Central has been defined from near 
surface to more than 600m below surface and remains open in all directions. 
 
  

http://www.peelmining.com.au/
http://www.asx.com.au/
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Figure 1 ς Wirlong Diamond Core Processing at Wilkerboon Station  
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Figure 2 ς Wirlong Drill Plan on Magnetics 


